KLUS, pAHR: MICRO-HG Extrusion

Solutions Cover HS clear
/ "
LED 1 x 12" (30cm) K-30-1220 / 3000K
Polar diagram Cone diagram
105° 105°
E(0°) 317
1.5 E(C90) 56.4° 27
90° 90° 0.50 0.92 E(CO) 42.7° 63
50 E(0°) 79
3 ., - E(C90) 56.4° 6.7
75 75 1.0 1.8 E(CO) 427° 16
E(0°) 35
60° 60° 4.5 E(C90) 56.4° 3.0
15 28 E(C0) 427° 70
160
E(0°) 20
6.0 E(C90) 56.4° 1.7
2.0 37 E(CO) 427° 40
a5° 45°
240
E(0°) 13
7.5 E(C90) 56.4° 1.1
25 46 E(CO) 427° 25
320
E(0°) 8.8
9.0 E(C90) 56.4° 075
3.0 55 E(CO) 427° 18
30° 15° 0° 15° 30° Distance [m] Cone diameter [m] Illuminance [Ix]
— — C0-C180 (Beam angle: 85.4°)
Cd/kln(]:o-cwo €90 G270 n=281% —— ©90 - C270 (Beam angle: 112.8°)
UGR diagram
Glare evaluation according to UGR
p Ceiling 70 70 | 50 | 50 30 | 70 70 50 | 50 30
p Walls 50 30 50 | 30 30 | 50 30 50 | 30 30
o Floor 20 |20 [20 [20 [20 |20 |20 |20 |20 |20
Room size Viewing direction at right angles Viewing direction parallel
X Y to lamp axis to lamp axis
2H 2H (16.7 17.9 17.0 181 183 |22.6 23.8 229 24.0 242

3H|17.2 18.2 175 185 18.7 |23.9 249 242 252 254
4H|17.3 183 17.7 18.6 18.8 |242 252 246 255 258
6H|17.4 183 17.7 185 188 |24.3 252 247 255 258
8H|17.3 18.2 17.7 185 188 (243 252 24.7 255 258
12H|17.3 181 17.7 184 18.8 |243 251 247 254 258

4H 2H |17.2 182 17.6 185 18.8 |225 234 228 23.7 24.0
3H[17.7 18.5 18.1 18.9 19.2 |23.7 246 24.1 249 252
4H 179 187 183 19.0 194 |242 249 246 252 256
6H|18.0 18.6 18.4 19.0 19.4 |243 249 247 252 256
8H|18.0 18.6 18.4 19.0 19.4 |24.3 248 247 252 256
12H|18.0 185 184 189 193 |243 248 247 252 256

8H 4H [18.0 18.6 184 19.0 19.4 |241 246 245 250 254
6H|18.1 18.6 186 19.0 19.4 |242 246 246 251 255
8H|18.1 18,5 18.6 19.0 194 |242 24.6 24.7 25.0 255
12H(18.1 184 18.6 189 19.4 |242 245 247 25.0 255

2H 4H [18.0 185 184 189 19.3 |24.0 245 245 250 254
6H|18.1 185 18.6 18.9 19.4 |241 245 246 250 255
8H|18.1 184 18.6 18.9 19.4 (241 245 246 250 255

Variation of the observer position for the luminaire distances S

S =1.0H +1.6 / -2.7 +0.3 / -04

S =1.5H +25 / -3.0 +05 / 1.0

S =2.0H +3.8 / -3.1 +1.7 | -41
Standard table BK02 BK03
Correction summand -0.6 6.2

Corrected glare indices referring to 232Im Total luminous flux

The UGR values are calculated in acc. with CIE Publ. 117. Spacing-
to-Height-Ratio = 0.25




