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OPALIA LOpalia

Code Size Lumen Watt K Beam angle Driver Type Driver no. Colour

YOPL11VK 01 4620 58 Vario D ON/OFF 1

YOPL15VK 02 6300 79 Vario D ON/OFF 1

Code Size Lumen Watt K Beam angle Driver Type Driver no. Colour

YOPL11W 01 4620 58 W D ON/OFF 1

YOPL15W 02 6300 79 W D ON/OFF 1

OPALIA L

OPALIA L   VARIO KELVIN

OPALIA L   BEAM ANGLE   |   DIMENSIONS

SB | Silver Bombalai

GK | Gold Karkar

BL | Bronze Lario

BT | Blue Telica

RR | Rust Rame

BLL | Black Lava

BF | Beige Futuna WI | White Irazu

  OPALIA L   COLOUR SELECTION    

OPALIA L   ACCESSORIES

L
01

02

L
H

■■ Rose ceiling for brick installation

■■ Lenght (1210 mm - 1590 mm)   |   Height (45 mm)

■■ 2 suspension cables, lenght: 2 mt

INCLUDED

Hz
50/60

IK
10 850°

IP
55

CRI
90

V
230 A++

A+
A

Size X [mm] Y [mm] Z [mm] Kg

01 1210 ø 83 ø 89 4,6

02 1590 ø 83 ø 89 6,0

X
Z

Y

IT

Apparecchio decorativo per installazione 
a sospensione. Corpo diffusore in 
policarbonato opale. Terminali di chiusura 
in alluminio torniti. Sorgente luminosa LED 
multichip.

EN

Decorative suspension lighting fitting.
Opal polycarbonate diffuser body.
Turned aluminum end covers. Multichip 
LED light source.

ES

Luminaria decorativa de suspensión.
Cuerpo difusor de policarbonato opal.
Tapas de aluminio torneado. Fuente de 
luz LED multichip.

DE

Dekoratives Hängebeleuchtungsgerät.
Diffusorkörper aus Opalpolycarbonat.
Endkappen aus gedrehtem Aluminium.
Multichip LED-Leuchtmittel.

RU

Декоративный подвесной светильник.
Корпус-диффузор из матового поликарбоната..
Окантовочные профили из формованного 
алюминия. Источник света 
мультикристальный СИД.

FR

Appareil décoratif en suspension. 
Corps diffusant en polycarbonate opale. 
Terminaux de fermeture en aluminium 
tourné. Source lumineux LED multichip.

5% FAILURE RATE
5Y WARRANTY 60.000 h

LED LIFETIME L90B10
SELV

2700K | 3350K | 4000K

On request

EM
EN 60598-2-22DALI


